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Tiger Neo N-type
72HL4-BDV
570-590 Watt

BIFACIAL MODULE WITH DUAL

GLASS
N-Type

Positive power tolerance of 0~+3%

IEC61215(2016), IEC61730(2016)

1ISO9001:2015: Quality Management System

1ISO14001:2015: Environment Management System

1S045001:2018

Occupational health and safety management systems
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Building Your Trust in Solar

Module power increases 5-25% generally, bringing
significantly lower LCOE and higher IRR.
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.. Better light frapping and current collection to improve The N-type module with Hot 2.0 technology has better
module power output and reliability. 2.0 reliability and lower LID/LETID.
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Guaranteed Power Performance

LINEAR PERFORMANCE WARRANTY
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12 Year Product Warranty

30 Year Linear Power Warranty

040% Annual Degradation Over 30 years



Engineering Drawings Elechical Performance & Temperature Dependence
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o 1134mm
Voltage (V) Cell Temperature (C)

Front Side Back

XXX
Length: #2mm

Mechanical Characteristics

100
140

Distances measured from

Camerto somer Weight 31 kg (68.34 Ibs)

. Width: £2mm
10
Height: £1mm
8 8 No. of cells 144 (2x72)
Row Pitch: £2mm
| 2
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Back Glass 2.0mm, Heat Strengthened Glass

For detailed sizes and tolerance specification, please consult detailed module drawing

Packaging Configuration

( Two pallets = One stack )

Junction Box P68 Rated

SPECIFICATIONS

STC NOCT STC NOCT STC NOCT STC NOCT STC NOCT

Maximum Power Voltage (Vmp) 43.58V  40.56V 43.73V 40.73V 43.88V  40.89V 4402V 41.05V 4417V 4121V

Open-circuit Voltage (Voc) 5210V 39.60V 5230V 39.75V 52.50vV  39.90V 52.70V  40.05V 5290V 40.20v

Module Efficiency STC (%) 22.07% 21.26% 22.45% 22.65% 22.84%

Maximum system voltage 1500VDC (IEC)

Power tolerance 0~+3%

Temperature coefficients of Voc -0.25%/°C

Nominal operating cell temperature (NOCT) 45+2°C

"STC: @z irradiance 1000w/ [lf] cellTemperature 25° @) Am=15
NOCT: ':Q:E Irradiance 800W/m? |I| Ambient Temperature 20°C Q AM=1.5 @ Wind Speed 1m/s
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